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Accurate, Repeatable and Reliable

The Labotec Precision analytical balance range offers an electromagnetic force compensation for enhanced resolution and 
is built for high-performance with capacities up to 500g and readabilities up to 0.1mg. They offer reliable operation and 
fast stabilization to ensure accurate weighing results.

• Internal/External calibration

• Aluminium alloy cast housing

• Stainless steel weighing pan

• LCD display with backlight

• Auto zero setting and tare

• Glass draft shield

• Overload protection

• Level indicator with adjustable 
levelling feet

• Stabilizing time: 3-5 seconds

• Standard weighing

• Check weighing

• Parts counting

• Percentage weighing

• Unit conversion: g/mg/ct/oz

Features

Applications
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Technical Data

Model No. JF1004N JF1204N JF1604N JF2004N JF2104N JF2204N

Capacity 0-100g 0-120g 0-160g 0-200g 0-210g 0-220g

Readability 0.1mg

Repeatability ±0.2mg

Linearity ±0.2mg

Pan Size 80mm Ø

Dimensions 340mm(l) x 215mm(w) x 350mm(h)

Net Weight 7500g

Power 
Supply Universal Adaptor AC 110-240V/DC 5V

JF1004 JF1204 JF1604 JF2004 JF2104 JF2204

0-100g 0-120g 0-160g 0-200g 0-210g 0-220g

0.1mg

±0.2mg

±0.2mg

80mm Ø

340mm(l) x 215mm(w) x 350mm(h)

7500g

Universal Adaptor AC 110-240V/DC 5V

JFN series Analytical Balance (0.1mg), 
internal calibration

JF series Analytical Balance (0.1mg),
external calibration

Model No. JT3003 JT4003 JT5003

Capacity 0-300g 0-400g 0-500g

Readability 1mg

Repeatability ±2mg

Linearity ±2mg

Pan Size 90mm Ø

Dimensions 340mm(l) x 215mm(w) x 350mm(h)

Net Weight 7500g

Power Supply Universal Adaptor AC 110-240V/DC 5V

JT3003N JT4003N JT5003N

0-300g 0-400g 0-500g

1mg

±2mg

±2mg

90mm Ø

340mm(l) x 215mm(w) x 350mm(h)

7500g

Universal Adaptor AC 110-240V/DC 5V

JT series Analytical Balance (1mg),
external calibration

JTN series Analytical Balance (1mg),
internal calibration


